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FICHE DE RECEPTION CE 
EC TYPE-APPROVAL CERTIFICATE 

 
 
Communication concernant 
Communication concerning the 

- la réception 1 
- type-approval 1 
- l'extension de la réception 1 
- extension of type-approval 1  

d'un type de véhicule en ce qui concerne ses masses et dimensions au titre du règlement (UE) N°1230/2012 
of a type of vehicle with regard to its masses and dimensions with regard to Regulation (EU) N° 1230/2012 
 
 
Numéro de réception : e6*1230/2012*1230/2012*0114*00 
Type-approval number 
 
Raison de l'extension : - 
Reason for extension 
 
 

SECTION I 
SECTION I 

 
0.1. Marque (raison sociale du constructeur) : Benalu 
0.1. Make (trade name of manufacturer) 
 
0.2. Type: BAL MD3 
0.2 Type 
 
0.2.1. Dénomination(s) commerciale(s) (le cas échéant): -  
0.2.1. Commercial name(s) (if available) 
 
0.4. Catégorie de véhicule2 : O4 
0.4. Category of vehicle  
 
0.5. Raison sociale et adresse du constructeur:  
0.5. Company name and address of manufacturer 
 

Benalu 
Rue Fresnel 
Boîte Postale 80 0018 
62800 – Lievin 
France 

 

                                                           
1 Rayer les mentions inutiles - Delete where not applicable 
2 As defined in Annex II, Section A. 
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0.8. Nom(s) et adresse(s) de l’ateliers (des ateliers) de montage :  
0.8. Name(s) and address(es) of assembly plant(s) 
 

Benalu 
Rue Fresnel 
Boîte Postale 80 0018 
62800 – Lievin 
France 
 
ou 
 
Benne Marrel 
Rue Auguste Colonna 
42161 Andrézieux Bouthéon 
France 

 
0.9. Nom et adresse du mandataire du constructeur (le cas échéant): - 
0.9. Name and address of the manufacturer’s representative (if any): 
 

 

 
 

SECTION II 
SECTION II 

 
1. Informations complémentaires (le cas échéant) : voir addendum 
1. Additional information (where applicable) : See Addendum 
 
2. Service technique responsable de l’exécution des essais :  
2. Technical service responsible for carrying out the tests 
 

AIB VINCOTTE INTERNATIONAL 
Jan Olieslagerslaan 35 
1800 VILVOORDE 
BELGIUM 

 
3. Date du rapport d’essai: 18.08.2014 
3. Date of test report 
 
4. Numéro du rapport d’essai: H1460268001/031 
4. Number of test report 
 
5. Remarques (le cas échéant): voir addendum 
5. Remarks (if any) : See Addendum 
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6. Lieu : Bruxelles 
6. Place 
 
7. Date : 24.10.2014 
7. Date 
 
8. Signature :  
8. Signature 
 
 AU NOM DU MINISTRE : 

ON BEHALF OF THE MINISTER : 
Pour le Directeur Général, 
For the Director General, 

Le Conseiller, 
The Advisor, 

 

 

 ir. A. DESCAMPS 
 
 
9. Pièces jointes: 
9. Attachments: 
 

1.   Dossier d’information (toutes les pages doivent porter le tampon de l’autorité chargée de la réception par type). 
1. Information package (all pages must bear the stamp of the type- approval authority) 

 
2.     Rapport d’essai 
2. Test report 

 
3.    Pour des véhicules dont la suspension est reconnue équivalente à une suspension pneumatique, le rapport  
       d’essai et la description technique de la suspension. 
3. For vehicles fitted with a suspension that is recognised to be equivalent to air suspension, the test report and the technical 

description of the suspension 
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Addendum au certificat de réception CE n° e6*1230/2012*1230/2012*0114*00 

Appendix to EC type-approval certificate n°  
 
 
Remarques 
Remarks 
 
1. Le véhicule a été réceptionné conformément à l’article 6, paragraphe 1, du présent règlement (les dimensions extrêmes du 
 véhicule dépassent les dimensions maximales mentionnées dans les parties A, B, C ou D de l’annexe I): oui/non 3 
1. The vehicle has been type-approved in accordance with Article 6(1) of this Regulation (i.e. the outermost dimensions of the vehicle 
 exceeds the maximum dimensions mentioned in Part A, B, C or D of Annex I): yes / no 3 
 
2. Le véhicule est équipé de suspensions pneumatiques  : oui/non 3 
2. The vehicle is fitted with air-suspensions: yes / no 3 
 
3. Le véhicule est équipé d’une suspension reconnue équivalente à une suspension pneumatique: oui/non 3 
3. The vehicle is fitted with a suspension recognised to be equivalent to air-suspension: yes / no 3 
 
4. Le véhicule satisfait aux prescriptions applicables aux véhicules hors route : oui/non 3 
4. The vehicle fulfils the requirements for off-road vehicle: yes / no 3 
 
 
 
 
 

                                                           
3 Rayer les mentions inutiles - Delete where not applicable 



 

 
Date : 2014.08.18 Signature : 
 
 
 
 
 
2BH/OJH 48A-AA 
 

 

AIB-VINÇOTTE International n.v. 
Head office: Diamant Building – A. Reyerslaan 80 – B-1030 Brussels 
Company number : BE 0462.513.222 – HRB : 621315 – Internet : www.vincotte.com 

 Safety, quality and environmental services 
ISO/IEC 17020 Accredited inspection body - Accreditation certificate BELAC No. 016-INSP __________________________________________________________________________________ 

AUTOMOTIVE CERTIFICATION 
Business Class Kantorenpark – Jan Olieslagerslaan 35 – B-1800 Vilvoorde 
Telephone : +32 (0)2/674.58.85 – Fax : +32 (0)2/674.59.62  
E-mail: homologation@vincotte.be 

1. SUBJECT :  MASSES AND DIMENSIONS (PART D)(Cat. O) (EU)1230/2012   

2. REF. : Report number : H1460268001/031 No. of pages : 1 of 7 No. of annexes : - 

 Bevasys : 201414238 Approval No. : 0114 00 Update : 00 

3. GENERALITIES : 

Make of Vehicle 
 

: Benalu Category(ies) 
 

: O4 

Commercial Name 
 

: - Hand of Drive 
 

: - 

Type 
 

: BAL MD3 

Name and address of the manufacturer : 
 Benalu 

Rue Fresnel 
Boîte Postale 80 0018 
62800 – Lievin 
France 

4. TESTS : Date and place 
 

: 
 
2014/05/18 & 2017/07/18 - Benalu 

 Applied document(s) 
 

: BAL MD3 

 AVI Inspector 
 

: Olivier Jacques-Houssa 

 Manufacturer’s representative 
 

: Eric Delohen 

    

5. CONCLUSIONS : 

     
The tests were carried out according to the following specifications : 

- Commission Regulation (EU) No 1230/2012 of 12 December 2012 
- Regulation (EC) No 661/2009 of the European Parliament and of the Council of 13 July 2009 as last amended.   

The models presented comply with the requirements to be applied. 

http://www.vincotte.com/
mailto:homologation@vincotte.be
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REQUIREMENTS 
 

Characteristics concerned and prescriptions to apply References Conformity Not applicated Value 

Maximum authorised dimensions 1.    

The dimensions shall not exceed the following values: 1.1.    

Length 1.1.1.    

(a) Trailer: 12,00 m including drawbar;   x  

(b) Semi-trailer: 12,00 m plus the front overhang.  x   

Width 1.1.2.    

(a) 2,55 m for any vehicle;  x   

(b) 2,60 m for vehicles fitted with a bodywork with 
insulated walls of at least 45 mm thick, as referred to 
in Appendix 2 to Annex II to Directive 2007/46/EC. 

  x  

Height: 4,00 m. 1.1.3. x   

Front fitting radius of semi-trailer: 2,04 m. 1.1.4. x   

For the purposes of measurement of the length, width and 
height, the vehicle shall be at its mass in running order, 
placed on a horizontal and flat surface with tyres inflated at 
the pressure recommended by the manufacturer 

1.2. x   

The measurement of the length, height and front fitting 
radius shall be conducted where the loading surface or the 
reference surface referred to in point 1.2.1 second 
subparagraph of Annex 7 to UNECE Regulation No 55 is 
horizontal. 

1.3. x   

Adjustable drawbars shall be horizontal and aligned with the 
centre-line of the vehicle. They shall be set at their 
horizontal most elongated position. 

  x  

Only the devices and equipment referred to in Appendix 1 to 
this Annex shall not be taken into account for the 
determination of the dimensions referred to in point 1.1. 

1.4 x   
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Characteristics concerned and prescriptions to apply References Conformity Not applicated Value 

Mass distribution for vehicles fitted with bodywork 2.    

Calculation procedure 2.1.    

Suitable calculations shall be carried out in order to make 
sure that the requirements set out in points 2.2 and 2.3 are 
fulfilled for each technical configuration within the type. 

2.1.1. x   

In the case of vehicles fitted with loadable axles, the 
calculations required under points 2.2 and 2.3 shall be 
carried out with the suspension of loadable axles in the 
normal running configuration. 

2.1.2. x   

In the case of vehicles fitted with lift axles, the 
calculations required under points 2.2 and 2.3 shall be 
carried out with the axles lowered. 

2.1.3. x   

General requirements 2.2.    

The sum of the technically permissible maximum mass at 
the front coupling point plus the technically permissible 
maximum mass on the solo axles or group of axles plus 
the technically permissible maximum mass at the rear 
coupling point shall be not less than the technically 
permissible maximum laden mass of the vehicle. 

2.2.1. x   

For each group of axles designated ‘j’, the sum of the 
masses mion its axles shall not be less than the mass  μj 

2.2.2. x   

In addition, each of the masses mi shall not be less than 
the part of μj applying on the axle ‘i’ as determined by the 
mass distribution for that group of axles 

 x   

Specific requirements 2.3.    

The mass of the vehicle in running order, plus the mass of 
the optional equipment plus the technically permissible 
maximum mass at the coupling point(s) shall not exceed 
the technically permissible maximum laden mass of the 
vehicle 

2.3.1. x   

Where the vehicle is laden to its technically permissible 
maximum laden mass, the mass distributed on a solo axle 
‘i’ shall neither exceed the mass mi on that axle, nor the 
mass  μj on the group of axles, nor the technically 
permissible maximum mass at the coupling point m0. 

2.3.2. x   
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Characteristics concerned and prescriptions to apply References Conformity Not applicated Value 

The requirements of point 2.3.2 shall be complied with in 
the following load configurations 

2.3.3.    

Uniform distribution of the pay-mass 2.3.3.1.   * 

The vehicle shall be at its mass in running order plus the 
mass of the optional equipment plus the pay-mass being 
distributed uniformly on the cargo area; 

 x   

Non-uniform distribution of the pay-mass 2.3.3.2.   * 

The vehicle shall be at its mass in running order plus the 
mass of the optional equipment plus the pay-mass located 
in accordance with the manufacturer’s specifications. 

 x   

For such purposes the manufacturer shall state the 
extreme permissible possible positions of the centre of 
gravity of the pay-mass and/or body and/or equipment or 
interior fittings (for instance: from 0,50 m to 1,30 m in 
front of the first rear axle); 

    

Combination of uniform and non-uniform distribution: 2.3.3.3.   * 

The requirements of points 2.3.3.1 and 2.3.3.2 shall be 
fulfilled simultaneously 

 x   

The requirements of points 2.3.3.1 shall always be 
fulfilled where the vehicle is fitted with a flat cargo area. 

 x   

The requirements of points 2.3.3.1 shall always be fulfilled 
where the vehicle is fitted with a flat cargo area 

2.3.3.4. x   

Specific requirements for trailer caravans 2.3.4.  x  

The minimum pay-mass (PM) shall meet the following 
requirement: 

2.3.4.1.    

PM in kg ≥ 10 (n + L)     

 
*Calculations and calculationmethod: see application document 
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Characteristics concerned and prescriptions to apply References Conformity Not applicated Value 

Manoeuvrability requirements 3.    

Trailers and semi-trailers shall be so designed that, when 
coupled to a towing vehicle, the combination is capable of 
manoeuvring on either side of a complete trajectory of 360° 
made up of two concentric circles, the outer circle having a 
radius of 12,50 m and the inner circle having a radius of 5,30 
m without any of the vehicle’s outermost points of the 
towing vehicle protruding beyond the outer circle or any of 
the outermost points of the trailer or semi-trailer intruding 
inside the inner circle. 

3.1. x   

A semi-trailer shall be deemed to comply with the 
requirement of point 3.1. if its reference wheelbase ‘RWB’ 
meets the following requirement: 

3.2. x   

RWB ≤ [(12,50 – 2,04)2 – (5,30 + ½W)2]½  x   

Where one or more of the non-steering axles has an axle lift 
device the reference wheelbase with the axle lowered or the 
axle lifted — whichever is the longest — shall be taken into 
account. 

3.3. x   
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CALCULATION PROCEDURE : voir fiche de renseignements 
 
      
M 
  

: Technically permissible laden mass 
 

:   

m0  
 

: Technically permissible maximum mass  
at the front coupling point 
 

:   

mi : Technically permissible maximum mass on the axle 
 

: Axle 1 :  
Axle 2 :  
Axle 3 :  

mc 
 

: Technically permissile mas at the rear coupling point 
 

:   

μj : Technically permissible maximum mass  
on the group of axles 
 

: Group 1 :  

Group 2 :  

  Mass in running order (heaviest variant/version) :    

  Mass optional equipment (heaviest equipment) :    

       

 
§2.2. General Requirements 
 

M ≤ Σ [m0 +  mi + μj +  mc] 
 ≤  

 
μj  ≤ Σ mi 
 ≤  

 
 
§2.3. Specific Requirements 
 

Mass in R.O. + mass optional equipment + m0 + mc ≤ M 
 ≤  

 
 
§2.3.4. Specific Requirements for trailer caravans 
 

PM ≥ 10 (n +L) 
 ≥  

 
 
 
§3. Manoeuvrability (semi-trailer only) 
 

RWB ≤ [(12,50 – 2,04)2 – (5,30 + ½W)2]½ 
 ≤  

 
 
 
 



 

THIS REPORT MAY NOT  BE REPRODUCED UNLESS WRITTEN AUTHORIZATION GIVEN BY BOTH THE AVI 
PRODUCT MANAGER (OR AUTHORISED PERSON) AND THE APPLICANT. 
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FACILITIES AND EQUIPMENT 
 
The facilities and equipment used to carry out the inspections are in compliance with the requirements of the applied Regulatory 
Act(s). 
 






































































































